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25
30
32
33
35
38
40
42
43
45
48
50
55
60
65
70
75
80
85
90
95
100

43,00 44,00 | 22,00 43,00
48,00 49,00 | 22,00 43,00
50,00 51,00 | 22,00 43,00
50,00 51,00 | 22,00 43,00
53,00 54,00 | 22,00 43,00
56,00 57,00 | 22,00 43,00
58,00 59,00 | 22,00 43,00
61,00 62,00 | 22,00 43,00
61,00 62,00 | 22,00 43,00
63,00 . 64,00 | 22,00 43,00
66,00 67,00 | 22,00 43,00
68,00 69,00 | 22,00 43,00
73,00 74,00 | 22,00 43,00
78,00 . 79,00 | 22,00 43,00
83,00 84,00 | 22,00 43,00
93,00 95,00 | 22,00 43,00
98,00 99,00 | 22,00 43,00
103,00 104,00 | 22,00 ~ 43,00
108,00 109,00 | 22,00 43,00
113,00 114,00 | 22,00 - 43,00
118,00 119,00 | 22,00 43,00
123,00 124,00 | 22,00 43,00

Eigenschaften:

BB10-1 Einfache-Patronendichtung
BB10-S Einfache-Patronendichtung
mit Quench & Drain
BB10-D Doppelte-Patronendichtung

Entlastet

Einsatzgrenzen:

Druck p =25 bar
Geschwindigkeit v =10-16 m/sec.
Temperatur t =-40+200°C
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46,00
46,00
46,00
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46,00
46,00
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46,00
46,00

1, BB10-S, BB10-D AXLLL

25 43,00 44,00 25,00 53,00
30 48,00 49,00 25,00 53,00
32 50,00 51,00 25,00 53,00
33 50,00 51,00 25,00 53,00
35 53,00 54,00 25,00 53,00
38 56,00 57,00 25,00 53,00
40 58,00 59,00 25,00 53,00
42 61,00 62,00 25,00 53,00
43 61,00 62,00 25,00 53,00
45 63,00 64,00 25,00 53,00
48 66,00 67,00 25,00 53,00
50 68,00 69,00 25,00 53,00
55 73,00 74,00 25,00 53,00
60 78,00 79,00 25,00 53,00
65 83,00 84,00 25,00 53,00
70 93,00 95,00 25,00 53,00
75 98,00 99,00 25,00 60,00
80 103,00 104,00 25,00 60,00
85 108,00 109,00 25,00 60,00
90 113,00 114,00 25,00 60,00
95 118,00 119,00 25,00 60,00
100 123,00 124,00 25,00 60,00

BNJB= Characteristics:
ZdlB BB10-1 Single Cartridge Seal
BB10-S Single Cartridge Seal
with Quench & Drain
BB10-D Double Cartridge Seal

Balanced

Limit of applications:

Pressure p =25 bar

Speed v = 10-16 m/sec. <

Temperature t = -40+200°C
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e Gleitring = Kohle, SiC, WC

* Gegenring = Kohle, CrNiMo-Stahl, SiC, WC
* Nebendichtung = NBR, EPDM, VITON®, FEP, KALREZ® e« Secondary Seal = NBR, EPDM, VITON®, FEP, KALREZ®

¢ Feder = Hastelloy®C
» Sonstige Teile = 1.4571

e Rotary = Carbon, SiC, TC
e Stationary = Carbon, SS, SiC, WC

e Spring = Hastelloy® C
e Other Parts = AIS| 316Ti



